Renogy BT App User Manual

1. Device Info

Open the Renogy BT App, select “Device Info”, then click “Search Device” (Please turn on Bluetooth on

your smartphone, or you will not be able to find the device), select the device that you want to connect.
After connecting successfully, device status will change to “Device connecting”. You can also see device
information on the screen.
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Device Info Device Info
Device ID - Device ID 255
Device SKU No. -- Device SKU No. Renogy ML2440N
Device Version -- Devices found: Device Version V1.4.0
Device Sn Code == BT-TH-3045FEA9 <j Device Sn Code 1619200047
Device Status Device disconnect Device Status Device connecting

Restore factory default Restore factory default
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2. Monitoring

After successfully connecting to the device, switch to “Monitoring” using the bottom bar. You can
monitor the real-time performance of solar panel, battery and load.
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3. Record

By clicking the “Last Day” on the top left and “Next Day” on the top right, you can read daily history
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data of the controller. By clicking the “>” below, you can read the data on graphs.
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AT&T LTE
{ Last Day 17-09-06 Next Day >
Power Use Same day | 0.000 kWh S
Power Generate ‘ 0.000 kWh G
Charge Ah Same day | 0 Ah S
Discharge Ah [ 0 Ah
Max Char Power | 33w 5
Max Disc Power | ow
Min Battery Volt | 1280V %
Max Battery Volt ‘ 13.80 V
Running Days Total 2 days
Battery Over Disc Times 0 Times
Battery Full Charge Times 0 Times
Battery Char Ah Total 14 ah
Battery Disc Ah Total 0ah
Generation Amount 0.182 kW
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Charge Ah Same day 33.00Ah

6Day

0.00Ah

Discharge Ah

0.00Ah 0.00Ah




4. Settings

Click “Read”, you will be notified after read parameters successfully. Then you can change battery and
load configuration. The admin password for configuration is “135790123”. You will be notified after
verifying password and setting parameters.

(After setting parameters, please click “Set” to save the changes to controller, otherwise the changes
will not be saved)
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Add Device
__, o Administrator

General Parameter General Parameter
Vfﬁ’:;i’?v) fattery Rated Ah(AHJ’ Battery Type V;‘t’:;ee“(‘w rattery Rated Ah(AH)| EattenvllyRs
12 200 USER Auto recogniton 200 USER

Advanced Setting Advanced Setting Please input the password
High Volt Disconnect(V) 16.0 High Volt Disconnect(V) 16.0 135790123
Charge Limit Voltage(V) 15.2 Charge Limit Voltage(V) 15.5 Cancel Confirm
Equalize Charge Volt(V) 14.6 Equalize Charge Volt(V) 14.6
Boost Charge Volt(V) 14.4 Boost Charge Volt(V) 14.4
Float Charge Volt(V) 13.8 Float Charge Volt(V) 13.8
Boost Char Return Volt(V) 13.2 Boost Char Return Volt(V) 13.2
Over Disc Reture Volt(V) 125 Over Disc Reture Volt(V) 126
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After changing the parameters, click “Set”, then “Set successfully” will pops up, indicating the
parameters have been saved successfully.
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General Parameter General Parameter General Parameter
System Battery Type System Battery Type System Battery Type
Voltage(V) Battery Rated Ah(AH)‘ Voltage(V) Battery Rated Ah(AH)‘ Voltage(V) Fattery Rated Ah(AH)‘
Auto recogniton 200 USER Auto recogniton 200 USER Auto recogniton 200 USER
Advanced Setting Advanced Setting Advanced Setting
High Volt Disco 16.0 High Volt Disconnect(V) 16.0 High Volt Disconn| 16.0
Charge Limit Voltage(V) 165 Use arrows to switch Charge Limit Voltage(V) 156
between lines
e e o “-- A -
Boost Charge Volt(V) 14.4 Boost Charge Volt(V) 14.4
21314 5 6 7 8 9
Float Charge Volt(V) 13.8 Float Charge Volt(V) 13.8
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Boost Char Return Volt(V) 13.2 A A & & A & A A A 1 BoostChar Return Volt(V) 13.2
. ? I d .
Over Disc Reture Volt(V) 12.6 0 1 . . Over Disc Reture Volt(V) 126
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